
SPECIFICATION

Min. workpiece thickness

Dimension

Weight

 

 

 

0.8mm

142×65×90mm

500g 

Accuracy
±2HBa (42 ~ 52HBa)
±1HBa (84 ~ 88HBa)

0 ~ 100HBa ( 25 ~ 150HBW)

1HBa

Hardness range

Graduation

Main unit

Spare indenter

Hardness test block

Wrench

 

 

1pc

2pcs

2pcs

1pc

INCLUDED ACCESSORIES 

To measure the hardness of thick workpieces 

made of pure aluminum, aluminum alloy, fiber

 reinforced plastic, hard plastic, etc.

Comforms to ASTM B648-2000

With manufacturer inspection certificate

BARCOL HARDNESS TESTERHB937-1
CertificateCertificate

AAA

To measure the hardness of thick workpieces 

made of pure aluminum, aluminum alloy, fiber

 reinforced plastic, hard plastic, etc.

Comforms to ASTM B648-2000

The scale of DHB937-2 can converted to HW, HV

HBW and HRE 

DIGITAL BARCOL HARDNESS TESTERSERIES DHB937

SPECIFICATION

Min. workpiece thickness

Power supply

Dimension

Weight

 

 

 

0.8mm

3×AAA batteries

180×70×90mm

800g 

Accuracy
±2HBa (42 ~ 48HBa)
±1HBa (84 ~ 88HBa)

0 ~ 100HBa ( 25 ~ 150HBW)

0.1HBa

Hardness range

Graduation

Code

Yes

DHB937-1 DHB937-2

NoScale conversion

INCLUDED ACCESSORIES 

Main unit

Spare indenter

Calibration block

Battery

Hardness test block

Wrench

 

 

1pc

2pcs

1pc

3pcs

2pcs

1pc

DHB937-1

407

HARDNESS


